
DAB PUMPS reserves the right to make modifications without notice.
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KPF - PERIPHERAL ELECTRIC PUMPS FOR THE SUPPLY OF WATER IN DOMESTIC ENVIRONMENTS
Pumped liquid temperature range: from 0 °C to +35 °C for domestic use. From -10 °C to +50°C for other uses.  
Maximum ambient temperature: +40°C

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In 
A

CAPACITOR
kW HP µF Vc

KPF 30/16 M 1 x 230 V ~ 0.53 0.37 0.5 2.37 8 450

KPF 30/16 T 3 x 230 - 400 V ~ 0.47 0.37 0.5 1,45 - 0.82 – –

KPF 45/20 M 1 x 230 V ~ 1.5 1 1.34 5.9 25 450

KPF 45/20 T 3 x 230 - 400 V ~ 1.4 1 1.34 – – -–

MODEL A B B1 C E F G I Ø H H1 H2 DNA DNM
PACKING DIMENSIONS VOLUME

(m3)
WEIGHT 

kgL/A L/B H

KPF 30/16 247 132 165 42 64 – 65 8 158 63 138 1” G 1” G 262 140 180 0.0083 5.3

KPF 45/20 315 155 – 55 95 – 112 7 188 78 163 1” G 1” G 325 165 198 0.014 12

The performance curves are based on kinematic viscosity values =
1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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