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Spray & Rotary Nozzles

Note: All VAN nozzles tested on 4" (10.2 cm) pop-ups
n 	Square spacing based on 50% diameter of throw
s 	Triangular spacing based on 50% diameter of throw

Performance data taken in zero wind conditions 
Note: Radius reduction over 25% of the normal throw of the nozzle is not recommended

You can use HE-VAN nozzles to have better coverage and save water vs. VAN nozzles.
•	 Stronger streams and larger water droplets for increased wind resistance.
•	 Superior close-in watering and edges provide better coverage.
•	 Shortened run times saves up to 35% in water

Did you 
know?

	0° Trajectory n s

Nozzle
Pressure 
psi

Radius 
ft.

Flow 
gpm

Precip 
In/h

Precip 
In/h

330° Arc 15 4 0.85 5.58 6.44
20 5 0.96 4.03 4.65
25 5 1.09 4.58 5.29
30 6 1.20 3.50 4.04

270° Arc 15 4 0.79 6.34 7.32
20 5 0.88 4.52 5.22
25 5 1.00 5.13 5.92
30 6 1.10 3.92 4.53

180° Arc 15 4 0.42 5.05 5.83
20 5 0.49 3.77 4.35
25 5 0.55 4.24 4.90
30 6 0.60 3.21 3.71

90° Arc 15 4 0.26 6.26 7.23
20 5 0.30 4.62 5.33
25 5 0.34 5.24 6.05
30 6 0.37 3.96 4.57

	5° Trajectory n s

Nozzle
Pressure 
psi

Radius 
ft.

Flow 
gpm

Precip 
In/h

Precip 
In/h

330° Arc 15 6 1.21 3.53 4.07
20 7 1.36 2.91 3.36
25 7 1.55 3.32 3.83
30 8 1.70 2.79 3.22

270° Arc 15 6 1.11 3.95 4.55
20 7 1.24 3.24 3.74
25 7 1.41 3.69 4.25
30 8 1.55 3.10 3.58

180° Arc 15 6 0.84 4.49 5.18
20 7 0.97 3.81 4.40
25 7 1.09 4.28 4.94
30 8 1.19 3.58 4.13

90° Arc 15 6 0.51 5.46 6.29
20 7 0.59 4.64 5.35
25 7 0.66 5.19 5.98
30 8 0.72 4.33 5.00

	0° Trajectory n s

Nozzle
Pressure 
bar

Radius 
m

Flow 
m3/h

Flow 
l/m

Precip 
mm/h

Precip 
mm/h

330° Arc 1.0 1.2 0.19 3.2 144 166
1.5 1.5 0.23 3.8 112 129
2.0 1.8 0.27 4.5 91 105
2.1 1.8 0.27 4.5 91 105

270° Arc 1.0 1.2 0.18 3.0 167 193
1.5 1.5 0.21 3.5 124 143
2.0 1.8 0.24 4.1 99 114
2.1 1.8 0.25 4.2 103 119

180° Arc 1.0 1.2 0.10 1.6 139 161
1.5 1.5 0.11 1.9 98 113
2.0 1.8 0.13 2.2 80 92
2.1 1.8 0.14 2.3 86 99

90° Arc 1.0 1.2 0.06 1.0 167 193
1.5 1.5 0.07 1.2 124 143
2.0 1.8 0.08 1.4 99 114
2.1 1.8 0.08 1.4 99 114

	5° Trajectory n s

Nozzle
Pressure 
bar

Radius 
m

Flow 
m3/h

Flow 
l/m

Precip 
mm/h

Precip 
mm/h

330° Arc 1.0 1.8 0.27 4.6 91 105
1.5 2.1 0.32 5.4 79 91
2.0 2.3 0.38 6.3 78 90
2.1 2.4 0.39 6.4 74 86

270° Arc 1.0 1.8 0.25 4.2 103 119
1.5 2.1 0.30 4.9 91 105
2.0 2.3 0.34 5.8 86 99
2.1 2.4 0.35 5.9 81 94

180° Arc 1.0 1.8 0.19 3.2 117 135
1.5 2.1 0.23 3.8 104 120
2.0 2.3 0.26 4.4 98 113
2.1 2.4 0.27 4.5 94 109

90° Arc 1.0 1.8 0.12 1.9 148 171
1.5 2.1 0.14 2.3 127 147
2.0 2.3 0.16 2.7 121 140
2.1 2.4 0.16 2.7 111 128

6 Series VAN

8 Series VAN

6 Series VAN	 METRIC

8 Series VAN	 METRIC

Spray Nozzles
VAN Series Nozzles


